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Abrasive wear behavior was studied for three tropical hardwood species, 
Tieghemella heckelii (makore), Khaya anthotheca (mahogany), and Pericopsis 
elata (assamela), under various normal loads and sliding speeds. Two-body 
abrasion tests were performed perpendicular to the grain, dry and without 
lubrication, at sliding speeds of 20 to 70 rpm and under normal loads of 250, 
500, and 750 g. The wear coefficient (k) was determined from the slope of the 
quasi-linear steady-state portion of the wear volume and sliding distance 
relationship. All species exhibited an initial running-in phase followed by a 
steady-state wear regime. Makore displayed the lowest average wear 
coefficients, while assamela exhibited the highest values. Increasing the load 
from 250 to 500 g reduced the wear coefficient by 32.9% to 36.3%, while the 
reduction between 500 and 750 g was more moderate (10.1% to 17.5%), 
indicating a non-linear load dependence. This behavior could be related to 
variations in actual contact conditions and deformation of the wood’s cellular 
structure. Sliding speed induced a non-monotonic, species-dependent 
response, with critical speed ranges corresponding to minimum and maximum 
wear coefficients. Overall, the results demonstrate that resistance to abrasive 
wear depends on the combined effects of wood species, normal load, and 
sliding speed. These results provide useful guidance for selecting tropical 
hardwoods for applications involving abrasive mechanical contact. 
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INTRODUCTION 
 

Wood is a renewable material widely used in engineering applications due to its 

advantageous mechanical properties. However, when exposed to repeated friction or 

abrasion, its surface can gradually deteriorate, affecting its dimensional stability, 

appearance, and functional performance. It is therefore important to fully understand 

wood’s resistance to abrasive wear in order to select the appropriate material and predict 

the durability of wooden components subjected to mechanical contact. 
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Recent tribological studies have shown that wood wear is not only species-

dependent but also strongly influenced by operational parameters such as normal load and 

sliding speed. For instance, Guan et al. (2024) demonstrated that densified wood subjected 

to different loads and speeds exhibits increasing wear volume, highlighting how sliding 

speed can significantly alter the dominant abrasion mechanisms at the contact interface. 

Similarly, Snow et al. (2022) confirmed that thermo-mechanical densification significantly 

enhances abrasion resistance in several US hardwood species, underscoring the role of 

internal structure in surface durability. Nasir and Cool (2018) also highlighted the influence 

of fiber orientation and mechanical anisotropy, showing that the direction of loading 

relative to grain structure modulates wear rates, thereby emphasizing the need to account 

for both mechanical and structural variables. 

In engineered wood systems, surface wear and machining performance are further 

affected by the interaction between tool geometry and processing conditions. 

Torkghashghaei et al. (2022) demonstrated that optimizing the micro-geometry of carbide-

tipped cutting tools using PVD (physical vapor deposit) coatings results in measurable 

reductions in wear rates during sawmill operations, underscoring the importance of tool–

material contact dynamics. Likewise, Gendvilas et al. (2024) investigated resistance 

drilling in hardwoods and revealed that variations in feed rate and spindle rotation 

significantly influence drilling precision and indirectly reflect the wood’s response under 

frictional stress. In a similar manner, Ghadiri et al. (2021) showed that increased cutting 

speeds during milling of laminated wood composites can induce thermal softening, altering 

the wear mechanism from abrasive to adhesive and thereby modifying wear behavior. 

Recent studies on the thermo-hydro-mechanical (THM) densification of tropical 

hardwoods have further highlighted the potential for improving wear resistance through 

structural modification. In Costa Rica, Tenorio and Moya (2020) reported that THM 

densification of species, such as Alnus acuminata, Vochysia ferruginea, and V. 

guatemalensis, enhances both compressive strength and abrasion durability, confirming 

their suitability for flooring applications. Similarly, Zhou et al. (2019) demonstrated that 

surface densification of poplar (Populus tomentosa) improves the density profile and 

hardness, both of which are directly linked to abrasion resistance. At the microstructural 

level, Leiter et al. (2022) investigated triboelectric surface activation and found that 

brushing, thermal, and mechanical treatments alter surface energy and sliding behavior, 

affecting friction and wear interactions. 

Despite this progress, few studies have examined the wear behavior of different 

combinations of normal load and sliding speed for African hardwoods, specifically 

Tieghemella heckelii (makore), Khaya anthotheca (mahogany), and Pericopsis elata 

(assamela), which are highly prized in both local and international markets. The objective 

of this study was to investigate the abrasive wear behavior of these species under two-body 

abrasive contact perpendicular to the grain. The effects of normal load and sliding speed 

on the wear coefficient were evaluated under dry conditions. Attention was paid to the 

evolution of wear volume as a function of sliding distance, to the transition from the 

running-in phase to steady-state wear, and to the specific response of each wood species to 

variations in load and sliding speed. The results provide comparative data for evaluating 

the suitability of these tropical hardwoods for applications involving abrasive mechanical 

contact and contribute to a broader characterization and utilization of Central African 

timber resources. 
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EXPERIMENTAL 
 

Wood Species Selection and Specimen Preparation 
In this study, three tropical hardwood species makore (Tieghemella heckelii), 

mahogany (Khaya anthotheca), and assamela (Pericopsis elata) were selected because of 

their frequent use in mechanical wear applications such as flooring and industrial 

components. To begin with, rectangular planks were cut from the trunk of each wood 

species with their longitudinal axis oriented parallel to the grain direction according to the 

French Standard (NF B51-002).  

From these planks, specimens measuring 20 * 20 * 20 mm3 (R, T, L) were prepared 

in the radial, tangential, and longitudinal directions, respectively, for the determination of 

density and for monitoring moisture content during the experimental campaign. In addition, 

specimens measuring 20 * 20 * 360 mm3 (R, T, L) were prepared for the determination of 

the modulus of rupture (MOR) and modulus of elasticity (MOE).  

For the tribological tests, circular specimens with a diameter of 112 mm and a 

thickness of 7 mm were machined with their thickness oriented along the longitudinal 

direction of the wood. Consequently, the abrasive action occurred perpendicularly to the 

grain direction (Fig. 1c). This configuration was selected because it simulates practical 

situations in which wood surfaces are exposed to abrasive wear normal to the fiber 

direction, such as flooring, furniture surfaces, and structural elements subjected to repeated 

contact. 

All specimens were calibrated and conditioned in the Laboratory of Mechanics and 

Materials Physics Systems (U2MSP), University of Dschang, under controlled 

environmental conditions (25 ± 2 °C and 65 ± 5% relative humidity) for eight weeks. 

During this period, the specimens underwent natural drying and reached hygroscopic 

equilibrium before testing. The equilibrium moisture content was monitored using the 20 

* 20 * 20 mm3 specimens and was found and recorded in table 1. The basic characteristics 

of the studied species are recorded in Table 1. 

 

 
 

Fig. 1. (a) Wear test device, (b) balance, and (c) worn and unworn specimens 

 

 



 

PEER-REVIEWED ARTICLE bioresources.cnr.ncsu.edu 

 

 

Takoudjou Talla et al. (2026). “Hardwood abrasive wear,” BioResources 21(4), 11211-11227.  11214 

Table 1. Physical and Mechanical Properties of Species 

Species 
MOR in Static Bending 

(MPa) 
MOE in Static Bending 

(MPa) 
Density (kg/m3) 

 Value Humidity Value Humidity Value Humidity 

Makore 46 ± 4 14 9711 ± 
3461 

14 654 ± 30 14 

Assamela 67 ± 7 14 9647 ± 
1849 

14 669 ± 67 14 

Mahogany 46 ± 4 14 7911 ± 493 14 711 ± 26 14 

 

Experimental Setup and Test Conditions 
Wear tests were conducted using a Taber abrasimeter (Model DH-TA-01; 

Guangdong Hongtuo Instrument Technology Co., Ltd., Dongguan, China) (Fig. 1a), 

equipped with two aluminum oxide abrasive wheels (P120 grit). The abrasive wheels were 

positioned on opposite sides of the rotating specimen and applied a constant normal load 

to the wood surface during testing. The experiments were performed under controlled 

laboratory conditions in dry conditions, using three normal loads: 250, 500, and 750 g. For 

each wood species, normal load, and rotational speed combination, 10 specimens were 

tested. Of the 10 specimens prepared for each species, one specimen was selected as 

representative for each combination of normal load and sliding speed. Thus, the results in 

this work correspond to one representative specimen for each experimental condition. The 

remaining specimens were used to verify the consistency of the observed wear trends. For 

each representative specimen, 25 repetitions of 10 consecutive rotations were performed. 

The rotational speed of the specimen holder was varied from 20 to 70 rpm in 10 rpm 

increments, corresponding to a total of six speed levels (20, 30, 40, 50, 60, and 70 rpm). 

The resulting sliding distance was approximately 4 m per test condition. The same 

experimental procedure was applied to the three wood species. 

 

Debris Management and Measurement of Mass Loss 
To ensure consistent abrasive contact, a suction nozzle was installed directly above 

the wear track connected to waste vacuum to eliminate wood particles generated during 

testing. After 10 revolutions, the abrasives wheels were removed and cleaned with a soft 

brush. For two specimens tested, abrasive wheels were rectified using a sharpening stone. 

Same, specimens were carefully brushed to remove residual particles and weighed using a 

MY WEIGH electronic balance with an accuracy of ± 0.01 g (Fig. 1b). The mass loss (Δm) 

due to wear was then calculated by subtracting the final mass from the initial mass. 

 

Calculation of Worn Volume 
The volume of material removed (V) was calculated using the mass loss and the 

density of each species, as follows, 

𝑉 = ∆𝑚
𝜌⁄                 (1) 

where ∆𝑚 is the mass loss (g) and 𝜌 is the density of the wood species (g/cm³). 

 

Calculation of the Wear Coefficient 
To evaluate the wear behavior under varying operational conditions, the wear 

coefficient (k) was determined based on Archard’s wear law, 
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𝑘 = 𝑉
𝐹. 𝐷⁄                      (2) 

where V is the wear volume (mm³), F is the applied normal load (N), and D is the sliding 

distance (m). 

However, to improve accuracy and account for the transitional and steady-state 

wear behavior, the wear coefficient was computed from the slope of the linear portion of 

the wear volume versus sliding distance curve, corresponding to the steady-state regime. 

In this regime, the wear mechanism is stabilized, and the volume loss progresses linearly 

with distance. The identification of the steady-state region was completed by plotting the 

cumulative wear volume over increasing sliding distance and selecting the portion where 

a linear trend with minimal fluctuation was observed.  

 

 

RESULTS AND DISCUSSION 
 

For clarity, the results presented in this study correspond to the representative 

specimens selected for each experimental condition.  

 
Behavior Depending on the Wear Distance Traveled  

The results obtained for the evolution of wear volume as a function of rolling 

distance (Fig. 2) show two clearly distinct wear regimes: an initial running-in period, 

lasting approximately 0.138 m, followed by a steady-state wear region. This two stages 

behavior was consistently observed in the eighteen specimens tested for each wood species, 

although the curves presented in Fig. 2 correspond to representative specimens selected to 

illustrate the general behavior. This behavior aligns closely with classical tribological 

observations across a range of materials, including metals, polymers, and hard coatings 

(Okokpujie et al. 2024). 

During the running-in phase, the rapid increase in wear volume may be associated 

with the progressive adaptation of the wood surface to the abrasive contact. The removal 

or deformation of surface asperities, together with local fracture and detachment of weakly 

supported material, may contribute to this initial increase in material loss (Sakhamuri 

2023). However, these mechanisms are considered as possible explanations. Similar 

phenomena have been reported for steels, where the wear rate and friction coefficient 

increase sharply during the running-in, and then plateau once the surface has adapted 

(Zambrano et al. 2024). 

The transition observed at approximately 0.138 m may indicate that the initial 

adaptation of the wood surface to the abrasive wheels becomes progressively stabilized 

beyond this distance. The subsequent near linear increase in wear volume suggests that a 

relatively stable wear regime was established after the running-in stage. This behavior 

provides a practical basis for determining the steady-state wear coefficient from the slope 

of the wear volume and sliding distance relationship in accordance to Archard’s wear 

model. The suitability of the steady state linear region is further supported by the regression 

coefficients (R2) obtained from the linear trend curves (Fig. 2). For makore and mahogany, 

R2 values increased with increasing normal load, indicating an increasingly linear 

relationship between wear volume and sliding distance. In contrast, R2 values for Assamela 

remained relatively stable across the investigated load levels.  
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Fig. 2. Representative variation of wear volume as a function of sliding distance for makore, 
mahogany, and assamela at a rotational speed of 30 rpm under three normal loads (250, 500, 
and 750 g). The two stages wear behavior shown were consistently observed across the 18 
specimens tested for each wood species. 
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These results support the use of the steady state-region for estimating the wear 

coefficient under the investigated condition. Importantly, this two-stage behavior was 

consistent across all tested speeds (20 to 70 rpm), indicating that while sliding speed and 

load likely affect the magnitude of wear, they do not alter the fundamental wear 

mechanism. This mirrors findings in polymer-metal systems, where regardless of speed, 

materials exhibit this bifurcation of wear regimes (Abdelbary 2021). 

 

Wear in Stationary State and Wear Coefficient 
To evaluate the wear behavior of the three wood species under different loading 

and speed conditions, the wear coefficient was calculated using the slope of the linear 

portion of the wear volume versus sliding distance curve (Fig. 2), corresponding to the 

steady state wear region. In that regime, the wear rate became constant, and the wear 

mechanism stabilized, making the calculation of the wear coefficient (k) physically 

meaningful because the variation of the wear volume as a function of the sliding distance 

at different load revealed that all three wood species generally followed the linear trend 

predicted by Archard’s wear law across all test sliding speeds. This suggests that the 

increase in wear was, to a first approximation, directly proportional to the sliding distance 

(Zhai et al. 2021). 

 

Influence of Normal Load on Wear Coefficient 
As shown in Fig. 3, the experimental results revealed a systematic decrease in the 

wear coefficient as the applied normal load increased from 250 to 750 g across the 

investigated sliding speeds. This trend indicates that the wear coefficient was not 

independent of the applied load over the investigated range. Although Archard’s 

relationship predicts a proportional increase in wear volume with increasing normal load 

under idealized conditions, the wear coefficient may vary when the contact conditions and 

deformation response of the material change with load.  

The present results suggest that the tribological response of the investigated woods 

were load dependent, potentially as a result of changes in the real contact area, local contact 

pressure, and surface deformation. A particularly marked decrease in the wear coefficient 

was observed between 250 and 500 g, while the reduction between 500 and 750 g was 

comparatively smaller. Quantitatively, the wear coefficient decreased by 32.9%, 36.3%, 

and 34.4% for assamela, makore, and mahogany, respectively, when the load was increased 

from 250 to 500 g. In contrast, the corresponding decreases between 500 and 750 g were 

only 10.1%, 13.6%, and 17.5%, respectively. This difference indicates a nonlinear response 

of the wear coefficient to normal load and suggests a gradual stabilization of the wear 

response beyond 500 g. 

One possible explanation for this behavior is the progressive deformation and 

compaction of the superficial cellular structure of the wood under increasing normal load. 

Such deformation could increase the effective area involved in contact and modify the 

distribution of pressure among the abrasive grains. As the real contact area increases, the 

local pressure acting on individual abrasive grains may decrease, potentially reducing their 

penetration into the wood surface and consequently limiting material removal. However, 

because no direct measurements of real contact area, subsurface deformation, or cellular 

compaction were performed in the present study, this interpretation should be regarded as 

a possible mechanism. 
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Fig. 3. Evolution of the wear coefficient as a function of applied load for makore, mahogany, and 
assamela, evaluated across multiple rotational speeds (20 to 70 rpm) 
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material and modify the surface topography, potentially leading to a more stable contact 

condition at higher loads. However, since surface roughness and wear-track morphology 

were not measured, the occurrence of a self-polishing mechanism cannot be directly 

confirmed from the present data. Overall, the results indicate that increasing the normal 

load from 250 to 750 g reduced the wear coefficient for all three investigated species, with 

the most pronounced reduction occurring between 250 and 500 g. Above 500 g, the 

magnitude of the reduction became smaller, suggesting a progressive stabilization of the 

wear response. This load-dependent behavior indicates that the wear coefficient is 

influenced by changes in the abrasive contact conditions. 

 

Influence of Wear Rate on Wear Coefficient 
The variation of the wear coefficient as a function of speed, for each applied load, 

revealed a non-monotonic trend across the three investigated wood species (Fig. 4). In 

contrast to the linear response typically expected from Archard’s law under stable contact 

conditions, the wear coefficient exhibited both minima and maxima at specific speed 

intervals. This pattern was consistent across all load levels.  

Such irregular variations indicate that wear behavior in wood is governed by 

complex tribological phenomena, involving mechanism transitions as sliding speed 

changes. The observed stabilisation of the wear response may be associated with changes 

in the worn surface during sliding. Although the formation of tribofilm cannot be 

confirmed, despite the fact similar behaviors has been observed in aluminum alloys where 

tribo-films formed adaptively under variable surface interactions, reducing wear during 

sliding (Silva et al. 2023), in addition to that hypothesis, the possibility of progressive 

smoothing surface cannot be excluded. However, the speed dependent variation in wear 

coefficient may partly be related to frictional heating, since interface temperature was not 

measured, thermal degradation can’t be confirmed from the present experiments. 

A broader perspective on non-monotonic behavior is provided by Brink et al. 

(2020), who developed a parameter-free model for adhesive wear, showing that particle 

detachment rates vary nonlinearly with sliding conditions due to evolving contact 

mechanics and detachment thresholds. These findings support the hypothesis that speed 

not only changes the contact smoothing and temperature at the interface but also triggers 

shifts in the dominant wear mechanisms, debris removal efficiency, and tribofilm 

formation, all crucial factors in wood tribology. Finally, analogous behavior was observed 

by Zhang et al. (2022) in degradation of polymer composites under sliding: an optimal 

speed window minimizes wear, while both lower and higher speeds lead to increased wear 

due to shifts between abrasive and fatigue mechanisms. 

This implies that there exists an optimal speed range for each wood species, at 

which the wear coefficient reaches a minimum. Identifying these thresholds can inform the 

design of wood components exposed to frictional loading to maximize wear resistance 

under practical use conditions. 

 
Comparative and Statistical Analysis of the Effect of load and Speed on 
Wear Behavior across Species 

The influence of sliding speed on the abrasive wear behavior of Tieghemella 

heckelii (makore), Khaya anthotheca (mahogany), and Pericopsis elata (assamela) was 

investigated at three normal loads of 250, 500, and 750 g. The corresponding results are 

summarized in Table 2. Unlike the systematic decrease observed with increasing normal 

load, the wear coefficient exhibited a non-monotonic dependence on sliding speed. The 
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speed associated with the minimum or maximum wear coefficient varied according to both 

wood species and applied load, indicating that the effect of sliding speed was species and 

load dependent. 

 

 
 

Fig. 4. Variation of the wear coefficient as a function of sliding speed for makore, mahogany, and 
assamela at different applied load levels (250, 500, and 750 g) 
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Table 2. Minimum, Mean, and Maximum Wear Coefficients and their 
Corresponding Sliding Speeds for Makore, Mahogany, and Assamela at Different 
Normal Loads 
 

 Wear Coefficient (𝟏𝟎−𝟖. 𝒎𝒎𝟑

𝑵. 𝒎⁄ ) and Corresponding Speed (rpm) 

Species Load Minimal Mean Maximal 

Makore 250 g (40 ; 3.40) (60 ; 4.65) (20 ; 6.26) 
500 g (30 ; 2.50) (40 ; 3.22) (50 ; 3.66) 

750 g (70 ; 2.32) (30 ; 2.68) ; (50 ; 2.68) (20 ; 2.92) 

Mahogany 250 g (50 ; 5.54) (20 ; 6.44) ; (40 ; 6.44) (30 ; 8.41) 

500 g (40 ; 3.48) (20 ; 4.65) ; (60 ; 4.65) (30 ; 5.45) 

750 g (30 ; 2.80) (40 ; 3.51) (20 ; 4.35) 

Assamela 250 g (30 ; 6.80) ; (60 ; 6.80) (20 ; 6.97)  (70 ; 7.87) 
500 g (60 ; 3.66) (30 ; 4.92) (70 ; 5.90) 

750 g (50 ; 2.86) (60 ; 4.35) (30 ; 5.66) 

 

For makore at 250 g, the wear coefficient decreased from 6.26*10−8 𝑚𝑚3

𝑁. 𝑚⁄  at 

20 rpm to a minimum of 3.40*10−8 𝑚𝑚3

𝑁. 𝑚⁄  at 40 rpm followed by an increase to 

4.65*10−8 𝑚𝑚3

𝑁. 𝑚⁄  at 60 rpm. A similar non monotonic response was observed at 500 

g, although the minimum occurred at 30 rpm. At 750g, the minimum wear coefficient was 

obtained at the highest investigate speed, 70 rpm with a value of 2.32*10−8 𝑚𝑚3

𝑁. 𝑚⁄ . 

Mahogany also exhibited a non-monotonic response. At 250 g, the wear coefficient reached 

a maximum of 8.41*10−8 𝑚𝑚3

𝑁. 𝑚⁄  at 30 rpm and a minimum of 5.54*10−8 𝑚𝑚3

𝑁. 𝑚⁄  

at 50 rpm. At 500 g, the maximum value was observed at 30 rpm, whereas the minimum 

occurred at 40 rpm. At 750g, the wear coefficient decreased to 2.80*10−8 𝑚𝑚3

𝑁. 𝑚⁄  at 

30 rpm and increased to 4.35*10−8 𝑚𝑚3

𝑁. 𝑚⁄  at 20 rpm. Assamela showed a similarly 

complex response. At 500 g, the minimum wear coefficient was obtained at 60 rpm, 

whereas the maximum occurred at 70 rpm. At 750 g, the minimum was observed at 50 

rpm, while the maximum occurred at 30 rpm.  

The occurrence of speed-dependent minima and maxima indicates that the 

relationship between sliding speed and abrasive wear coefficient can’t adequately 

represented by a linear trend over the investigate range. 

Figure 5 shows the variation in the average wear coefficient as a function of the 

applied normal load for assamela, makore, and mahogany. A similar decreasing trend in 

the average wear coefficient was observed for all three wood species as the applied load 

increased from 250 to 750 g. However, the magnitude of this reduction differed among the 

species. Makore consistently exhibited the lowest average wear coefficient at all 

investigated load levels, whereas assamela showed the highest values. Thus, the ranking of 

the species remained unchanged over the investigated load range, with 
 

𝑘𝑀𝑎𝑘𝑜𝑟𝑒 < 𝑘𝑀𝑎ℎ𝑜𝑔𝑎𝑛𝑦 < 𝑘𝐴𝑠𝑠𝑎𝑚𝑒𝑙𝑎 

at 250 g, 500 g, and 750 g. This result indicates that, based on the average wear coefficient, 

makore exhibited the highest abrasive wear resistance among the three investigated 

species, whereas assamela exhibited the lowest resistance under the experimental 

conditions considered. However, these differences should be interpreted in conjunction 
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with the statistical significance of the observed variations. The effect of normal load on the 

wear response of wood is consistent with the complex tribological behavior expected from 

an anisotropic and heterogeneous biological material. Unlike homogeneous engineering 

materials, wood has a hierarchical cellular structure whose mechanical and tribological 

response depends on its anatomical characteristics, density, moisture content, and fiber 

orientation. Recent studies have emphasized that wood’s tribological behavior is strongly 

influenced by its physical structure and processing conditions, with anisotropy and the 

porous cellular architecture playing important roles in friction and wear behavior Dong et 

al. (2022). The numerical values presented in Table 3 further quantify the effect of normal 

load on the wear coefficient. 

 

 
 

Fig. 5. Variation in the average wear coefficient as a function of the applied load and wood species 
across the investigated speeds 

 

Table 3. Average Wear Coefficients of Assamela, Makore, and Mahogany 
Evaluated over Six Sliding-speed Levels (20, 30, 40, 50, 60, and 70 rpm) at 
Normal Loads of 250, 500, and 750 g 
 

Load/Species Assamela Makore Mahogany 

250 g 7.1583*10−8 𝑚𝑚3

𝑁. 𝑚⁄  4.89153*10−8 𝑚𝑚3

𝑁. 𝑚⁄  6.50216*10−8 𝑚𝑚3

𝑁. 𝑚⁄  

500 g 4.8021*10−8 𝑚𝑚3

𝑁. 𝑚⁄  3.11686*10−8 𝑚𝑚3

𝑁. 𝑚⁄  4.26518*10−8 𝑚𝑚3

𝑁. 𝑚⁄  

750 g 4.3149*10−8 𝑚𝑚3

𝑁. 𝑚⁄  2.69432*10−8 𝑚𝑚3

𝑁. 𝑚⁄  3.51952*10−8 𝑚𝑚3

𝑁. 𝑚⁄  

 

The data in Table 3 indicate that the reduction in the average wear coefficient was 

more pronounced when the load increased from 250 to 500 g than when it increased from 

500 to 750 g. Between 250g and 500g, the average wear coefficient decreased by 

approximately 32.9% for assamela, 36.3% for makore, and 34.4% for mahogany. In 

comparison, increasing the load from 500 to 750 g resulted in smaller reductions of 
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approximately 10.1%, 13.6%, and 17.5% for assamela, makore, and mahogany, 

respectively. 

Therefore, the response of the wear coefficient to increasing normal load was not 

proportional over the investigated load range. Instead, the results indicate a nonlinear 

decrease characterized by a pronounced reduction between 250 and 500 g followed by a 

weaker reduction between 500 and 750 g. The latter observation suggests that the wear 

response tends to become less sensitive to further increases in load above 500 g.  

A possible explanation for the reduction in the apparent wear coefficient is 

therefore that increasing load modifies the real contact area and the local deformation state 

of the wood surface. Progressive deformation or compaction of the cellular structure may 

contribute to this behavior. Recent tribological investigations of compressed wood have 

demonstrated that changes in wood density and cellular structure can significantly 

influence its friction and wear behavior, supporting the possibility that structural 

deformation may contribute to the observed response (Waßmann and Ahmed 2024). 

Besides, because wood is a porous and mechanically heterogeneous material, these changes 

may alter the relative contributions of micro-cutting, micro-ploughing, localized 

deformation, and cell-wall fracture during abrasive contact. Abrasive wear in wood-

processing applications is generally associated with mechanisms such as micro-cutting, 

micro-ploughing, and microcracking, whose relative contributions depend on the 

characteristics of both the wood and the contacting abrasive surface (Muhammed et al. 

(2023). 

The observed decrease in the wear coefficient suggests that the proportionality 

between wear volume and applied load is not sufficient to describe the complete 

tribological response of these wood species over the investigated load range. Changes in 

real contact area, local pressure distribution, deformation behavior, and surface 

morphology may cause the apparent wear coefficient to vary with load. 

 

 
 

Fig. 6. Variation in the standard deviation of the wear coefficient as a function of applied load and 
wood species across the investigated speeds 

 

Figure 6 presents the standard deviation of the wear coefficient calculated from the 

six investigated sliding-speed levels for each wood species and normal load. The three 
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species exhibited distinct trends in the dispersion of the wear coefficient. For assamela, the 

standard deviation increased progressively with increasing normal load. In contrast, 

makore and mahogany exhibited decreasing standard deviations as the load increased, with 

the reduction being considerably more pronounced for makore. 

 
Table 4. Standard Deviations of the Wear Coefficients of Assamela, Makore, and 
Mahogany Calculated from Six Sliding-speed Levels (20, 30, 40, 50, 60, and 70 
rpm) at Normal Loads of 250, 500, and 750 g 
 

Load/Species Assamela  Makore  Mahogany    

250g 4.3836*10−9 𝒎𝒎𝟑

𝑵. 𝒎⁄  1.0039*10−8 𝒎𝒎𝟑

𝑵. 𝒎⁄  9.9747*10−9 𝒎𝒎𝟑

𝑵. 𝒎⁄  

500g 8.0763*10−9 𝒎𝒎𝟑

𝑵. 𝒎⁄  4.1361*10−9 𝒎𝒎𝟑

𝑵. 𝒎⁄  7.8755*10−9 𝒎𝒎𝟑

𝑵. 𝒎⁄  

750g 1.0971*10−8 𝒎𝒎𝟑

𝑵. 𝒎⁄  2.0112*10−9 𝒎𝒎𝟑

𝑵. 𝒎⁄  5.2141*10−9 𝒎𝒎𝟑

𝑵. 𝒎⁄  

 

As shown in Table 4, the standard deviation for assamela increased from 

4.3836*10−9 𝑚𝑚3

𝑁. 𝑚⁄  at 250g to 1.0971*10−8 𝑚𝑚3

𝑁. 𝑚⁄   at 750g, corresponding to an 

increase of approximately 150%. Conversely, makore exhibited a marked reduction in 

standard deviation, from 1.0039*10−8 𝑚𝑚3

𝑁. 𝑚⁄  to 2.0112*10−9 𝑚𝑚3

𝑁. 𝑚⁄ , corresponding 

to an approximately 80% decrease. Mahogany showed an intermediate behavior, with the 

standard deviation decreasing by approximately 48% between 250 and 750 g. 

These results indicate that the effect of normal load on the dispersion of the wear 

coefficient was species-dependent. The simultaneous decrease in the average wear 

coefficient and standard deviation observed for makore suggests that this species exhibited 

not only a lower mean wear response but also a progressively narrower distribution of wear 

coefficient values over the investigated speed levels as the load increased. Mahogany 

showed a similar, although less pronounced, tendency. In contrast, the increase in standard 

deviation observed for assamela indicates that the wear coefficient became more dispersed 

across the investigated speed levels at higher loads. It is important to note that the standard 

deviations reported here describe the dispersion of the six wear-coefficient values 

associated with the six investigated sliding speeds. Therefore, they should not be 

interpreted directly as a measure of experimental reproducibility or repeatability. Rather, 

they indicate the extent to which the wear coefficient varied across the investigated speed 

conditions at a given load. 

The contrasting evolution of the standard deviation among the species may reflect 

differences in the way their heterogeneous anatomical structures respond to changes in load 

and sliding speed. The progressive reduction in dispersion observed for makore and 

mahogany may indicate a more uniform wear response under the higher load conditions 

investigated. Such a hypothesis is compatible with the known sensitivity of wood 

tribological behavior to density, cellular structure, surface condition, and loading 

conditions. However, the present experimental data do not allow a direct attribution of this 

behavior to a specific microstructural mechanism. For assamela, the increase in standard 

deviation with load may indicate a greater sensitivity of its wear response to the changes 

in sliding conditions imposed by the higher normal loads. However, this interpretation 

should also be regarded as a hypothesis because the present study did not directly 

characterize the anatomical or surface changes occurring during abrasion. 

Overall, the combined analysis of the average wear coefficient and its standard 

deviation shows that increasing the normal load reduced the mean wear coefficient for all 
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three wood species, while its effect on the dispersion of the wear response depended on the 

species. Makore exhibited the lowest average wear coefficient throughout the investigated 

load range and simultaneously showed a substantial reduction in dispersion with increasing 

load. These characteristics suggest that makore provided the most favorable abrasive-wear 

response among the three species under the tested conditions. 

 

 

CONCLUSIONS 

This study examined the abrasive wear behavior of Tieghemella heckelii (makoré), 

Khaya anthotheca (mahogany), and Pericopsis elata (assamela) under various normal 

loads and at different sliding speeds. The effects of normal load and sliding speed on the 

wear coefficient were studied under dry, unlubricated conditions. In addition, the 

quantitative results presented for each experimental condition were obtained from 

representative samples, while other samples were used to verify the consistency of the 

observed qualitative trends. 

1. All three wood species exhibited two-phase wear behavior, consisting of an initial 

running-in phase followed by a quasi-linear steady-state regime. The transition 

occurred at a sliding distance of approximately 0.138m. This behavior was consistently 

observed across all tested samples. The steady-state region provided a suitable basis 

for determining the wear coefficient from the slope of the relationship between the wear 

volume and the sliding distance. 

2. The results indicated a nonlinear dependence on load and suggested a gradual 

stabilization of the wear response beyond 500 g. The decrease was particularly 

pronounced between 250 and 500 g, reaching approximately 32.9% for assamela, 

36.3% for makore, and 34.4% for mahogany. Between 500 and 750 g, the 

corresponding decreases were less significant, amounting to approximately 10.1%, 

13.6%, and 17.5%, respectively. This behavior does not contradict Archard’s 

relationship but rather indicates that the wear coefficient is not constant when the 

contact and deformation conditions at the wood-abrasive interface vary with load.  

3. Clear differences were also observed among the three wood species. Based on the 

average wear coefficient, makore exhibited the highest resistance to abrasive wear 

under the conditions studied, followed by mahogany and assamela at all load levels. 

4. It was observed that an increase in sliding speed did not result in a simply proportional 

increase or decrease in abrasive wear, and that there may be critical speed ranges for 

each wood species and each load level. This behavior underscores the importance of 

considering the interaction between normal load and sliding speed when evaluating the 

suitability of tropical hardwoods for applications involving abrasive contact. 

5. Analysis of the dispersion of the wear coefficient also revealed species-specific 

responses to increasing load. Makore exhibited a significant decrease in dispersion, 

indicating a more uniform response to higher loads, while mahogany showed a 

moderate decrease. Conversely, assamela exhibited an increase in dispersion as the load 

increased. These differences suggest that the load influences not only the extent of 

abrasive wear but also the consistency of the tribological response.  
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From a technical standpoint, the results showed that the abrasion behavior of 

tropical hardwoods depended on the operating conditions. The relatively low wear 

coefficients observed for makore, particularly under high loads, indicate that it may be 

suitable for applications requiring resistance to abrasive surface degradation. More 

generally, the load and speed-dependent behavior demonstrated experimentally provides 

useful information for the selection and design of wood materials subjected to abrasive 

contact. These results demonstrate that the abrasion wear behavior of tropical hardwoods 

depends strongly on both the wood species and the operating conditions. The proposed 

mechanisms, involving surface deformation and contact stabilization, remain hypotheses 

and will need to be verified through microscopic analyses and surface characterization in 

future studies. 
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